OVERCENTRE VALVE
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79,5
17
_
ez cl
| | I
10 €
B
! \ N°2 Holes ¢)8,50 e
51,3 115 o2 Cl
41,8 | 102 T T
| V2 Vi % .
N s R | Sl
(N Sy B - Bab=ee
| ' ‘ LJ/
‘ < o L s -y J
@ | o R V2 VI
o — SPECIFICATIONS
T | | |
C2 C1 Max. operating pressure: 350 bar
Rated flow: 60 I/min
Weight: Aluminium 0.8 kg; Steel 2.0 kg
EEH[ 0 SEALING CAP
Ordering code: @
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w Setting: at least 1.3 times the load
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ORDERING CODES
. . . Standard Adjust. | Pressure
Quick L Pilot Manifold . > :
Description r : Main ports setting (bar, range |increase
code P ratio|  material size Q=5 I/min) (bar) | (bar/turn)
. - V1, V2 G1/2"
MBOOOSOB MBSN-OéO-ZLSE-04-G12-N350 4,2-1 Aluminium C1 , C?2: G1/2" 350 100-350 138
MB000509| MBSN-060-ZLSE-04-G12-N200 | 42:1|  Aluminium | X VS G219 60-210 62
MBO000510| MBSN-060-ALDE-04-G12-N350 | 4,2:1 steel | Cy GG A 30 100-350 | 138
MBO000511| MBSN-060-ALDE-04-G12-N200 | 4,2:1 steel é‘] \é%‘{fz 200 40-210 62
MB000512| MBSN-060-ZLSE-07-G12-N350 | 7:1 | Aluminium | X} \é22%311//22 350 100-350 | 106
MBO000513| MBSN-060-ZLSE-07-G12-N200 | 7:1 | Aluminium | L} \c/:22%11//22 200 60-210 46
MB000514| MBSN-060-ALDE-07-G12-N350 | 7:1 steel \(/:1],\(/:22:%11//2;' 350 100-350 | 106
MB000515 MBSN-060-ALDE-07-G12-N200 | 7:1 steel \(/:1],\(/:22:%11//22':| 200 60-210 46
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